
ROLLER CASSETTE FLY SCREEN DOOR
ASSEMBLY AND FITTING

Measuring for a Roller Cassette 
Fly Screen (face fitting)

The roller cassette fly screen fits over 
the door opening and fits to the flat 
section of the door frame.  The height 
(mm) is measured from the top of 
the door reveal to the door sill.  The 
width (mm) is measured from the 
door opening plus 50mm.  The 50mm 
allows the width of the closing profile 
and 25mm cover for the cassette.

Measuring for a Roller Cassette 
Fly Screen (reveal fitting)

Take the width and height of the 
reveal in 3 locations top middle and 
bottom and 3 locations from left to 
right.  Take the smallest width (mm) 
and height (mm) and subtract 3mm 
from each to give the finished screen 
size.

Face Fitting

Offer the assembled screen (cas-
sette and side guides) up to the door 
frame.
Drill 4 X  10mm holes through the 
front face only of the side guides, 1 
top of each side guide 1 at the bot-
tom of each side guide. 
Drill a 2mm hole through the back of 
the side guide.
Screw the side guide to the door 
frame.
Fit the cover caps.
Check that the screen runs freely
Tip the screen bar forward to engage 
the clips tip back to release.

Reveal Fitting

Offer the screen up to the reveal drill 
four small holes through the side of 
the side guide. Mark the wall of the 
reveal.
Drill a hole with a 6mm masonry 
drill or screw the top brackets to the 
reveal.
Fit the side guides and screw into 
position.
Check that the screen runs freely
Tip the screen bar forward to engage 
the clips tip back to release.

Select this option if you require a 
face fix bracket to fix the cassette 
of your fly screen to the face of the 
window or door frame, or to the face 
of a wall. 
Simply slide the bracket onto the cas-
sette, and attach to the surface you 
wish to fix to by screwing through the 
holes in the angled lip - see diagram. 
Please note: 
If you have selected "size of recess" 
as your size type, we will make al-
lowances for these brackets, so that 
your screen and brackets fit perfectly 
into your recess. 
If you have selected "finished screen 
size", we will not make allowances. 
For your information, the bracket 
protrudes 15mm beyond the top of 
the cassette.

 

The magnetic side channel fits over 
the top and bottom guide and can be 
either attached using the small 9mm 
screws or double side adhesive tape. 
Please advise us if you need tape.
Add Sliding Bolts:
This option is only available for 
double door fly screens. In this 
configuration of cassette roller fly 
screen, there are two cassettes 
and both panes of fly screen 
are pulled to meet in the middle, 
where they are held in place by 
magnetic strips. For ease of use, 
it may be preferable to tempo-
rarily secure one pane of the fly 
screen in position. This can be 
done by ordering sliding bolts, at 
extra cost. We will provide one 
pair of bolts, for one pane of the 
fly screen.   


